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LP182*210-M-66-NH N-Type TOPCon

Rated Power 620W

N-Type 182*210mm Cell
Adopting the 182*210mm N-Type TOPCon
battery cells with the highest efficiency.

Higher Output Power
Module adopts 132 pcs of 182*210mm half cells,
the maximum power can reach 625W.

Harsh Enviromental Adaptability
Strict salt spray and ammonia corrosion
test by TUV Nord.

Leapton N-Type Linear Power Warranty B Industry Warranty
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Distributed by : JapanSolar Philippines Inc.

Low Light Features
Higher performance under low light
environment.

PID Protection

Ensure the attenuation probability caused by PID
phenomenon is minimized.

Load Capacity
Mechanical load tests including wind load 2400 Pa
and snow load 5400 Pa done by TUV Nord
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€89 MECHANICAL DIAGRAMS €39 SPECIFICATIONS
‘ 1134 Weight 27kg
“ﬁ 1 *®  Frame Cross Section A-A . .
1078 30 Dimensions  2382mm*1134mm*30mm

Cell Dimensions 182*210mm

30 H:] Cell Amount 66*2 pcs
[ - 2382 Max System Voltage 1500V

Frame Cross Section B-B

1400
790

20 Junction Box IP68
Frame Aluminum Alloy
] ST cae smmmmmm e
s L. ) Connector MC4 compatible
Front Glass 27 estsueroene oo
ELECTRICAL PARAMETERS TEMPERATURE
AT STC - CHARACTERISTICS
Power 620W NMOT 4113°C
Open Circuit V0|tage 49,55V Temp Coefficient of VOC -0.25%/ °C
@ Short Circuit Current 15.93A Temp Coefficient of ISC +0.046%/°C
— Max Power Voltage 41.06V Temp Coefficient of Pmax -0.30%/°C
% Max Power Current 15.10A @
& Module Efficiency 0 4% 7 PACKING CONFIGURATION
csn Modules/Pallet 36 Pieces
o @ CHARACTERISTICS Packing Description 20 Pallets, Total =
Q_J LP182%210-M-66-NH-610W LP182#210-M-66-NH-610W (36+36)x10 = 720 Pcs
— . 2\ I Modules/40'Container 720 Pieces
TV B N
: g :‘ q L 270 % 1:: [~ Voc @
= |  MAXIMUM RATING
O ) A\ 20
U oo e 3:,0;2 v wowmomew 50 -25 0 25 50 75 100 Output TO|eI’ance 0-—-+5W
— Operating Temp -40°C--+85°C
(‘=D PN QUALITY B{0 rower ,
P VINY WARRANTY Iy WARRANTY Wind Load/Snow Load 2400pa/5400pa
— Fuse Current 25A
S
p Distributed by : JapanSolar Philippines Inc.
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